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Дроссель-клапан дымоудаления



Description
The DDA type Smoke Evacuation Damper are
designed for preventing the spreading of
smoke in air ducts.

Properties
These dampers are used in rectangular ducts.
The blades are placed with a pitch of 100 mm
and are shaped to overlap each other when
closed; thereby minimizing leakage. The
blades have parallel motion, beingconnected
with a steel link. The damper body is
self-flanged and contains the servomotor
nounting bracket.

Materials

The body and the blades are manufactured
from TS 822 norm galvanized steel sheets.
The blades are mounted on galvanized steel
shafts which are housed by bronze bushings
which do not need lubrication.

Accessories

Servomotor

Maintenance-free servomotors are optionally
installed on the damper bodies.
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DDA
Описание
Дымоудаляющие  дроссель-клапаны  типа
DDA  разработаны  для  предотвращения
распространения  дыма  в  воздуховодах.

Свойства
Данные  дроссель-клапаны  используются  в
прямоугольных  воздуховодах.  Лопасти
размещены  с  интервалом  100  мм  и
перекрывают  друг  друга  при  закрытии,  что,
в  свою  очередь,  способствует  минимизации
протечки.  Лопасти  двигаются  паралелльно
и  связаны  с  помощью  стального  звена.
Корпус  дроссель-клапана  самофланцевый  и
имеет  кронштейн  для  установки
сервомотора.

Материалы
Корпус  и  лопасти  изготавливаются  из
гальванизированных  стальных  листов  TS 
822.  Лопасти  установлены  на
гальванизированные  стальные  валы,
которые  закреплены  бронзовыми  втулками,
не  требующими  смазки.

Аксессуары

Cервомоторы

На  корпусах  заслонок  установлены
сервомоторы,  не требующие
обслуживания.



- Dimensions:

125

*For dimensions other than that, the
product's manufacturability should be asked.

Dimensions

E (mm) 200 300 400 500 600 700 800 900 1000
В (mm) 200 300 400 500 600 700 800 900 1000

- Technical Data

2

Размеры

*По размерам, пожалуйста, уточните
 возможность производства продукта.

Размеры -
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 Specification Text

Rectangular type smoke damper, for
preventing the spreading of smoke in air
ducts. The body and the blades will be
manufactured from TS 822 norm galvanized
steel sheets. The blades will be fastened to
central, galvanized shafts which will be
housed by bronze bushings that need no
lubrication. The blades will be connected by a
common steel rod and move parallel to each
other. When closed, the blades will have an
overlap to block free area and reduce
leakages. The casing will be self-flanged to
mount on standard rectangular flanged ducts
and its leakage rate will comply with EN1751
Class-C . The blades will be operated with a
servomotor.

Sipari§ Kodlamasi - Order Code

DDA . 30 MA

Flan§ - Flange 30 mm
35 mm

- 300x300
0E (mm)

2.Sayfaya Bknz.
Refer to page 2.

Standart Ol^iiler
Standard Dimensions
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DDA
Технические  характеристики:
Прямоугольные  дымоудаляющие 
дроссель-клапаныдля предотвращения
распространения  дыма.  Корпус  и  лопасти
изготавливаются  из  гальванизированных
стальных  листов  TS 822.
Лопасти  крепятся  к  центральным,
гальванизированным  валам,  которые
оснащены  бронзовыми  втулками,  не
требующими  смазки.  Лопасти соединены  
общим  стальным  стержнем  и
двигаются  параллельно  друг  другу.  При
закрытии  лопасти   перекрывают
свободную  область  и  сокращают  утечку.
Корпус является  самозажимным  для
установки  на  стандартные  прямоугольные
фланцевые  каналы,а  уровень  утечки у 
него  соответствовует  классу  C  по
стандарту  EN 1751.  Лопасти управляются  
сервомотором.


